
F1 Car 



F1 Car – Step 1 

2 X C Plates 

1 X Rectangular Plate 

2 X L Connectors 
2 X 0.5 inch Bolts and Nuts 

2 X L Connectors 
2 X 0.5 inch Bolts and Nuts 



F1 Car – Step 2 

2 X Square Plates 

2 X 0.5 inch Bolts  
and Nuts 

2 X 0.5 inch Bolts  
and Nuts 



F1 Car – Step 3 

2 X Motors with  
Motor Shafts 

NOTE: Only one 
motor screw is 
attached due to 
space constraints 



F1 Car – Step 4 

1 X Rectangular Plate 

2 X L Connectors 
2 X 0.5 inch Bolts and Nuts 



F1 Car – Step 5 

1 X Single Bar 
1 X 0.5 inch Bolt and Nut 

1 X Single Bar 
1 X 0.5 inch Bolt and Nut 

Attach part from 
Step 4 using  
2X 0.5 inch Bolts 
and Nuts 

1 X Axle Medium 
1 X Spacer (before Gear S) 
1 X Gear S 
1 X Spacer 
1 X Hub (behind C Plate) 

Note: The instructions 
in Blue apply on both 
motors 



F1 Car – Step 6 

1 X Rectangular Plate 

2 X 0.5 inch Bolts  
and Nuts 

1 X Hub 
(before Gear) 
1 X Gear M 
1 X Hub 
(after Gear) 

Note: The instructions 
in Blue apply on both 
motors 



F1 Car – Step 7 

1 X Wheel 
1 X Hub 

1 X Spacer  
(Behind wheel) 
1 X Wheel 
1 X Hub 
1 X Hub (other 
side of C Plate 

Note: The instructions 
in Blue apply on both 
sides of the Robot 


